
42ESU HOSE ASSEMBLY USE AND MAINTENANCE INSTRUCTION

The hose assembly consists of a 42” compressed flexible rigid gray hose with a clamp at the base to

attach it securely to the flange on the machine, and a 4.5” diameter black hood opening that is

secured using double sided 3M VHB tape.

• Straighten the hose and compress it completely. See Figure 1.

• After compressing the gray hose and it is

completely straightened, then slide the gray hose

over the opening suction inlet at the top of the

machine. See Figure 2.

• The gray hose should fit snuggly over the machine.

Tighten the yellow clamp with your fingers as tight

as possible to secure the hose. The 42ESU is now

ready for use. The 42ESU should be positioned

next to the dental chair unit.

• The hose should be adjusted to the patients mouth as shown. Your hand should hold the hose

about halfway up from the base, and with your other hand bend the hose to the patient’s

mouth. See figure 3.

• If the hose starts to sag or does not stay in place, straighten it,

compress it completely and twist uniformly to tighten from top

to bottom. See figure 4. When not using the 42ESU, the hose

should be left in a straightened and compressed condition.
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• Please search HANDLER AERO 42ESU CHAIR SIDE EXTRAORAL

SUCTION UNIT on You Tube link for video instructions

https://www.youtube.com/watch?v=1iHHEEdRW3g


