
 

 
SMART SMOG MASKS 

PRODUCT INSTRUCTION 

30692-1 

   Smart smog masks must be read before use  

1，PLEASE SEE IT BEFORE USE 

1. Please read the manual carefully before use to understand the 

product and usage. 

2. Improper use of this product may cause accidents. If you have 

any questions, please contact our company in time. 

3. Each time you wear the product, you should follow the 

instructions to ensure that the product is worn correctly. 

4. Put the product in a clean environment when not in use. 

5. The product has a certain waterproof ability, but do not soak 

the product in water. 

   Product mix  
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2. Switching operation Method: 
Long press the switch for 3 seconds to start the machine. 
The first gear wind speed is the default. Short press the 
switch to switch the wind speed gear,A total of three gear 
wind speed cycle switch, after starting long press the switch 
to shut down for 3 seconds, each operation,The green button 
will flash as a prompt. 

 

Gear 1 - Base air Gear 2 - Normal air flow Gear 3 - Enhanced air flow 

Leisure state Walking state State of motion 

   Polymer lithium ion soft pack battery use  

6. Remove the filter and the host machine before cleaning the 

silica gel. 

7. Do not share the product with others. 

Mask filter 
element 

on-off The silicone 
cover 

Belt buckle 1. Charging and status instruction 

1. For the first use, it is recommended to charge the battery after 

it is completely exhausted: 

8. Children should wear this product under the guidance of adults. 
9. This product does not produce oxygen and should not be used 

in anoxic environment. 

10. This product can still be worn as an ordinary mask after the 

battery is exhausted. 

11. Do not wear this product in case of fire. 

2、SCOPE OF USE 

Mainly used in the haze, dust days, pollen season and other 

    Induction type switch regulation  

1. The smart anti-haze mask shift switch is located at the lower 

right end of the mask: 

 
 

Induction switch 

2. Plug it in and the indicator is red, indicating that it is charging. 

3. The indicator shows green light, indicating that the battery is full: 

4. When the air volume of the machine becomes weak and the 

battery is low, please charge it immediately 

5. Due to the battery characteristics, the product must be charged 

at room temperature. 

2. Battery performance characteristics 

1. Revolutionary explosion-proof packaging 

harsh environment protection. 

Suitable for outdoor, medical, factory, construction site and 

other places. 

technology, no leakage 

Leakage, no heavy metals: 

2. High energy density, safety is 

always superior More traditional 

lithium batteries: 

NSC 

Series 

* Please read and save the instructions carefully when using this product 
* The appearance of the product shall be in kind 

* The company reserves the right to interpret the manual 
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3. Operating temperature: -19℃ ~ 60℃ 

4. Working multiplier: 1℃ ~ 3℃ 

5. Cycle life: ≥500 times 
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1. Take out the buffer silica gel; 

2. Cook with boiling water for 5 minutes to sterilize; 

3. Take out the buffer silica gel to cool and dry; 

4. Install buffer silica gel, just align with the matching hole. 

      Replacement method of filter screen  3. The filter screen needs to be changed regularly, if the filter 
screen is not changed for a long time, it will cause the 
accumulation of dust and fine particles, thus affecting the 
smoothness of absorption, reducing the filter efficiency, 
endangering people's health, and the effective use time 
depends on the use of the environment, pM2.5 is recommended 
for use for a week in an environment of around 200. 

(1) The first layer of the filter screen is the primary layer, which can 
effectively remove hair, floating objects and sticky dust pollen 

(2) The second layer of the filter screen is an efficient HEPA filter 
layer, which can effectively remove PM2.5 and purify it The 
efficiency is over 99%. 

     Product cleaning and  maintenance  

 

1. Clean the surface of the housing 

Dry cleaning agent can be used to clean the surface or alcohol 
can be used to scrub the surface 

2. Silicone  cover cleaning 
The silicone cover can be removed directly and washed with 
water, alcohol or in boiling water 

3. Internal cleaning 

Clean the inside of the housing with a cotton swab 
(see page 6 for details) 

As shown in the figure below: 

 

 

 

 

 

 
5. Please ensure that the mask is properly equipped before 

turning on the power Product safety, take off the mask and 

1. Pull the mask out 

Remove the mask 

 

 

 

 

 
3. Put the clean screen 

Reinstall to original position 

Note: 

2. Hold the bottom corner of the 

filter by hand Open it out and 

remove the strainer 

 

 

 

 

 

4. Then install the surface shell 

(3) The third layer of the filter is activated carbon felt layer (NACF), 
which can strongly adsorb the peculiar smell in the air.Sulfide, 
nitride and other harmful substances. 

(4) According to the use environment, it is recommended to change 
it every week or when you feel the respiratory resistance increases 
screen 

(5) The product USES its own patented fan and duct structure to 
provide strength 

While the wind is blowing, only a slight wind noise is generated. 

4. Filter replacement 

The normal filter chip use time depends on the environment 

 

 

Note: 

In the process of cleaning, do not use water or water to infiltrate 
into the circuit board and Motor, such as internal water or steam 
please timely drying when not in use please put in a dry and dark 
environment or directly in the box. 

turn off the power immediately 

6. Wear them well 
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1. Only the standard mesh core provided by the company can be 
used in the replacement of filter screen consumables; 

2. When replacing the strainer, it is necessary to ensure that the 
machine is in the state of shutdown to avoid the machine turning 
into human damage 
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Installation instructions and procedures for 
buffered Silica Gel 



     Wearing a method       Instructions        Product Parameter  

 

 

 
1. Aim the product at the face and 

place the silicon underneath 
Wrap the tape around the head, 
pull under the ear and adjust 
headband 

 
Warm tips:  

 

 
 

2. Wrap the silicone ribbon 
around your head 
Pull on the ear and point the 
buckle at the hole 

Just press in 

I. Instructions for use 
This product USES polymer battery as power supply, which is 
insured by Ping an Insurance Company. 

1. If it cannot be started up normally at the first use, please 
charge it first 

2. Continuous working hours up to 4.5 hours after full charge. 
3. When the battery is in a low voltage state, the air volume 

becomes smaller, please charge it in time 
4. There is a charging cable attached to the product, which 

can be combined with other standard USB charger for 
production Charging. 

5. The red light is on when charging, the green light is on when 
fully charged, and the red light flashes 5 times when the 
battery is low(flash frequency is faster), while charging while 
starting work, the traffic light flashes alternately (flash 
frequency Slower rate) 

6. When the battery is low, the product can be used while 
charging, which can satisfy the product 
The need to use the charger as a backup power supply when 
the power is low 

7. When the battery level drops to a certain level and the 

 

Who said: Smart smog masks input voltage: DC3.7V 

Type no. : 30692-1 rated power: 1W 

The noise sound: 28-40dB Charging time：2H 

The wind quantity: 3 files endurance: 4.5H 

CADR： (PM2.5)>99% size： 102*88*68 

The filter net: Primary layer +HEPA+ activated carbon layer 

Protection purpose: 
Anti-smog, second-hand smoke, pollen, dust, 
PM2.5 particles 

 
    Trouble shooting  

Tr y on the product first. If it feels too tight or too loose, take 
one of the silicone straps  
Take it out of the por t,  stretch it  in  too tight, stretch 
it out too loose, install the silicone belt af ter  

adjustment Back in place  
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power supply is insufficient, the product should flash a red 
light and turn off 
Switch on and off to remind users to charge in time 

8. When operating, there is a green light indicating that the   
wind speed can be cut by pressing the "on/off" key according 
to your own needs 
Change, the product can choose three speed wind.In cold 
weather testing, exhaled water mist is too large 
When the product will condense water through the respiration 
valve discharge. 
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1. The product cannot be started. Check whether the battery 
has power 

2. If the touch of the on-off key is not sensitive, it cannot be 

started. When touching, it is aligned with the switch position 

3. The fan rotates on its axis without providing air. Check 
whether the PM2.5 filter screen is blocked.Replace the filter 
screen for normal air supply 

 

 
If the mask cannot be used normally due to other 
unknown reasons, please no Contact after-sales 
service for a time, do not open the repair, 
otherwise no warranty. 

 


